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ABSTRACT 

A knowledge of the radar cross  section of the Apollo Command Module is im- 
portant in connection with reentry acquisition and skin-tracking. It is known from 
actual reentry tests, however, that effects associated with the reentry plasma 
sheath can cause large decreases from the free-space cross  section of reentering 
objects . 

A number of mechanisms have been proposed to explain the observed de- 
creases. One of these is a diverging lens effect in which a photo-ionized cloud pre- 
ceding the sheath diverts the incident radar signal around the object. In another, 
the plasma sheath, at certain combinations of altitude and speed, may act as an ab- 
sorbant coating. In a third, the inhomogeneous plasma sheath may present to the 
incident radar wave a reflecting surface having, because of its shape, a lower cross  
section than the original body surface. 

With the reentry object, radar frequency, and radar look-anglefixed, the r e -  
gions where these mechanisms a r e  likely to have effect depends primarily on the 
altitude and speed of the object. In this report the regions of decrease caused by 
the last two of the mechanisms listed above a r e  determined. The case considered 
is that of a C-band radar observing a large directly approaching object. 

Neither the possibility of a decrease caused by photo-ionization nor the effect 
of the sheath on a radar observing the object at other than a head-on view has yet 
been treated. Because of the incomplete and tentative nature of the analyses and 
because of a lack of field data on reentries of the Apollo type, it is premature to 
say  whether the effects constitute a practical tracking problem. 
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ON THE DECREASE OF THE RADAR CROSS SECTION 
OF THE APOLLO COMMAND MODULE DUE TO 

REENTRY PLASMA EFFECTS 

by 
John W. Marini 

Goddard Space Flight Center 

INTRODUCTION 

In returning from a lunar mission, the Apollo Command Module undergoes a sustained flight 
in  the upper atmosphere, landing several thousands of miles from the reentry point (Reference 1). 
At the same time the Module must conduct appropriate maneuvers to confine its trajectory to a 
safe flight corridor. Since the trajectories lying within the flight corridor may be separated by 
hundreds of miles, the tracking of the Command Module during the reentry period is especially 
c r  it i cal . 

Radio transmission between the ground and a reentering space vehicle is, in general, degraded 
or interrupted by&e plasma sheath that forms about the vehicle. In the case of the Apollo Com- 
mand Module returning from a lunar mission, both S-band (2 GHz) and frequencies as high as 
C-band (5 GHz) will be totally blacked-out over a large part of the reentry trajectory (Reference 2). 
Consequently, during this period active tracking of the vehicle through the use of an onboard trans- 
ponder is not feasible using C-band or lower frequencies. 

The NASA reentry ships, the Huntsville and the Watertown, a r e  equipped with radars operating at  
C-band. These will be used for passive acquisition and skin tracking of the reentering Apollo Com- 
mand Module (Reference 3) .  The success of acquisition and skin tracking depends, however, on the 
existence of a target of adequate radar cross  section. While the free-space cross  section of the 
Module is adequate for this purpose (Reference 3),  a substantial decrease in cross  section, such as 
might be caused by reentry plasma effects, could result in failure of acquisition or in loss of track. 
Consequently, it is important to be able to predict both the region along a reentry trajectory where 
decreases in cross  section might occur and the magnitude of these changes. With this knowledge, 
it might be possible to locate the reentry ships to avoid configurations where deep decreases in  
radar cross  section might interfere with radar performance during critical portions of the track- 
ing period. 

A complete solution to the problem of quantitative prediction of cross  section changes along 
a given trajectory is beyond the state-of-the-art at this time. In this report some of the regions 
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where decreases in  c ross  section should occur are estimated, but no attempt is made to determine 
the magnitude of the decrease. 

BEHAVIOR OF THE RADAR CROSS SECTION OF A REENTERING OBJECT 

The general'features of the behavior of the radar cross section of a reentering object have 
been known for a number of years  both from observations of reentering missiles (References 4 
and 5) and from experimental programs such as the Trailblazer (Reference 6). 

Above the earth 's  atmosphere, of course, the free-space cross  section of the reentering object 
is seen. As the object descends, a high altitude decrease in  c ross  section is often observed at 
heights of roughly 250,000 feet. Following this dip, a period of relatively constant radar return 
may occur, presumably because of the formation of a strongly reflecting ionized sheath about the 
object. Next, the presence of a wake of sufficiently strong ionization results in a marked enhance- 
ment of the reflected radar  signal. As reflections from the wake disappear at 150,000 feet, for 
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example, a second decrease of radar cross  section below the free-space value is sometimes ob- 
served. Finally, the plasma sheath effects disappear altogether and free-space cross  section of 
the object is seen again. 

It should be pointed out that the description given is often violated. The decreases in 
cross  section may o r  may not be seen, and the changes that do occur sometimes exhibit anomalous 
behavior (Reference 7). Some of these effects, however, were observed in the Trailblazer pro- 
gram. In Figures 1 and 2 (reproduced from Reference 6), the radar cross  section of Trailblazer 
Ik is shown as a function of altitude. Trailblazer Ik was an  8-inch diameter aluminum sphere with 
a reentry speed of about 19,000 feet per second (Reference 6). The UHF radar  operated at 420 
MHz and viewed the sphere at an angle of about 45 degrees with the velocity vector. As the sphere 
descended, the free-space c ross  section was measured until an altitude of 240,000 feet was reached, 
at which point an order of magnitude decrease in cross  section took place; this was followed by a 
large enhancement caused by the wake. Figure 2 shows a simultaneous observation with an  S-band 
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HEIGHT ( k f t )  

Figure 3-Trail blazer Jb cross section at UHF vs height. 

(2800-MHz) radar. The pronounced high- 
altitude decrease at 240,000 feet vanished, 
although there is possibly some indication 
of a small  dip at the same altitude. In Fig- 
ure  3 (reproduced from Reference 8), the 
UHF cross  section of the slower (14,000 
feet per second) Trailblazer Ib is shown. 
Here the high altitude decrease is imme- 
diately adjacent to the wake enhancement, 
and a low altitude decrease, also adjacent 
to the wake, is evident. 

THEORIES OF RADAR CROSS SECTION DECREASE 

The exact calculation of the backscatter cross  section of a reentering object is a very difficult 
problem. In principle, the procedure for making this calculation would be to begin by determining 
the configuration and properties of the plasma sheath and surrounding atmosphere. With the elec- 
tron density and collision frequency in  the plasma determined thereby, the small-signal electro- 
magnetic properties of the sheath a re  specified and the distribution of the complex dielectric con- 
stant about the object is determined. Given th is  distribution and the shape and material of the 
object, Maxwell's equations with appropriate boundary conditions would have to be solved. 

As a practical matter, the determination of the properties of the sheath is, in itself, an enor- 
mously complicated problem. Moreover, even if the complete solution to this problem were in  
hand, the exact solution to  Maxwell's equation would not be feasible because of the complex geome- 
t ry  involved. In situations of this nature, the usual practice is to study simple models which, it is 
hoped, will exhibit the main features of the original problem. Three such models, each of which 
appears to have its own range of validity, are described. 

In the first model, the three-dimensional character of the reentering object is retained, but 
the variation of plasma and object properties with angle is ignored. The model of the reentering 
object is a conducting sphere surrounded by a plasma whose properties a r e  also independent of 
both angular coordinates. With the variation in electromagnetic properties of the model occurring 
only in the radial direction, an  analytical treatment of the problem becomes feasible. Peters and 
Green (Reference 9) have studied the echo area of a perfectly conducting sphere coated with a homo- 
geneous collisionless plasma layer using optical approximations. An important feature brought out 
by this study is that, when the radar frequency illuminating this target exceeds the plasma frequency 
of the layer, the layer acts as a diverging lens to reduce the apparent cross  section as shown in 
Figure 4.  This occurs despite the fact that the plasma is assumed collisionless, and consequently, 
absorbs no energy. 

Murphy, also, has worked with the spherical model (References 8 and 10). He emphasizes the 
important possibility that a significant cause of cross-section decrease may not necessarily be the 
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shock-induced plasma sheath about the re- 
entering object but rather an ionized cloud in  
front of the shock wave produced by photo- 
ionization. In addition, he considers the case 
of wavelengths larger than the dimensions of 
the body and plasma coating. In this regime, 
optical concepts (Le., the diverging lens con- 
cept) are no longer valid. Murphy shows, 
nevertheless, that backscatter reduction may 
result  f rom a collisionless plasma at these 
wavelengths because of plasma resonance 
(Reference 11). 

A second model for decrease of radar 
cross  section disregards the shape of the ob- 
ject altogether and focuses its attention on the 
properties ofthe plasma. Inthis case the ob- 
ject can be modelled as an  infinite perfectly 
conducting plane coated with a plasma slab; 
the modelis illustrated in Figure 5. Here the 
collision frequency of the plasma plays a vi- 
tal part  since the power incident on the 
conductor-backed plasma layer must even- 
tually be totally reflected unless some mech- 
anism for absorbing energy exists in the 
plasma. 

The properties of absorbent layers,  such 
a s  shown in Figure 5, have been studied in 
connection with the use of coatings of absorb- 
ent materials to reduce radar cross  section 
for camouflaging (Reference 12). Absorbers 
a re  considered to be of two kinds: In the in- 
terference absorber, the reflected wave at the 
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Figure 4-Decrease in the cross section of a sphere 
caused by a plasma layer acting as a diverging lens. 

AIR 

I P I  Eo> 

------- 

PLASMA CONDUCTOR 

Figure 5-Absorption by a plasma layer. The magni- 
tudes of the electric vectors of the incident wave and 
the first components of the reflected and transmitted 
waves are shown. 

layer-air interface is cancelled by destructive interference with the waves transmitted through the 
interface and reflected by the object; in the absorber of the second kind, the material is designed 
to eliminate reflection at the interface, while the wave transmitted into the layer and subsequently 
reflected by the body is eliminated by attenuation as it propagates through the layer. While an  
homogeneous plasma cannot act as a perfect absorber of the second kind because its relative 
permeability is unity (see Reference 12, Equation 14), absorption of the second kind can be roughly 
obtained in  a plasma, provided that the reflection coefficient is small  and that the plasma slab is 
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sufficiently thick to produce substantial attenuation of the transmitted wave. Musal (Refer- 
ence 13) has studied in considerable detail the behavior of a plasma layer acting, principally, as an  
interference absorber, both for the simple case of a plane plasma slab and for more  elaborate 
models. 

The third model, investigated by Blore and Musal (References 14, 15, and 16), concentrates on 
the property ignored in  the first two models-the variation with angle of the properties of the sheath 
about the object. Consider an axisymmetric blunt body in  space viewed head-on by a radar along 
the axis of symmetry. The scattered return from the body may be estimated by alternately adding 
and subtracting the returns from Fresnel half-period zones (Reference 17) drawn on the body sur- 
face. If the body enters  the atmosphere at zero angle of attack, the plasma sheath that forms has 
its maxi" electron density in the vicinity of the stagnation point, which lies in  the center of the 
first and most important Fresnel zone, The electron density falls off rapidly as one proceeds away 
from this region around the body. Thus, the plasma sheath may, depending on the radar  frequency 
and the values of electron density, reflect the incident wave at the front of the body but be trans- 
parent to the wave farther back. In this way the plasma sheath effectively deforms the shape of 
the body, and the basic model can be taken to be a conducting sphere covered by a metal cap.* 
Since the deformation initially takes place in and spreads out from a region (the first Fresnel zone) 
especially critical in its contribution to the calculated cross  section, even a relatively thin plasma 
sheath (or cap) can cause a' substantial cross-section reduction. 

On the basis  of this model, the radar  cross  section has the nature of an interference effect 
taking place between the wave reflected from the cap and that reflected from the r e s t  of the body. 
Consequently it should be quite sensitive to changes in frequency or radar look-angle,+ with the 
largest decrease taking place at small values of the angle, Le., when the spacecraft is approaching 
the radar directly. 

If a blunt body enters the atmosphere at an angle of attack, the symmetry in the example just 
considered is absent. However, i f  the body is large with respect to the radar wavelength and is 
viewed approximately along the velocity vector, the distribution of the electron density in the plasma 
layer near the stagnation point may possibly exhibit sufficient symmetry about the radar-object 
line-of-sight to produce a cross  section reduction (see Figure 6, taken from Reference 18). 

While no single one of these simple models is sufficient by itself to explain all of the observed 
data, many of the observations may be explained by selecting the model that seems appropriate to 
the circumstances. For example, Murphy's explanation of the Trailblazer cross-section reduction 
as an effect caused by photo-ionization seems to fit the facts  in this particular case. The electron 

*The capped metal sphere i s  an adequate model for bringing out the basic  physical concept involved. Blore and Musal, however, 
actually u s e  a physical optics method that takes into account the plane-wave reflection coefficient of the plasma sheath along the 
entire illuminated surface to calculate the radar cross section. 

?Defined here as the angle  made at the spacecraft between the spacecraft velocity vector and the l ine  segment joining the spacecraft 
to the radar. 
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Figure 6-Electron density distribution i n  plane of symmetry. 

density caused by photo-ionization could well have been large enough to interact with the waves at 
UHF frequencies but not dense enough to have caused an effect at S-band. Moreover, neither of the 
other models can explain the dip without also assuming photo-ionization: the plasma sheath is too 
thin with respect to the wavelength for appreciable absorption to take place, and the body itself is 
too small for Fresnel zone type interference effects to occur. On the other hand, the radar cross- 
section reduction measured by Blore and Musal (Reference 16) in a ballistic range can not be 
explained by photo-ionization, as the 35-GHz radar  frequency was too high to be effected by the 
photo-ionization present. Also the shock stand-off distance was too small to  permit appreciable ab- 
sorption. Here, however, the. calculated reduction using the "deformation" model agrees quite well 
with the measurements. Finally, the radar cross  section decrease predicted using absorption theory 

7 



agrees  on occasion with actual reentry measurements (Reference 19). Each of these models will 
be accepted tentatively as a valid potential source of radar cross-section decrease during reentry. 

PLASMA RELATIONS 

Bounds on the occurrence of radar cross-section decrease caused by two of the models de- 
scribed previously are derived in  the following sections. The necessary background and formulas 
for the electromagnetic properties of a plasma are given in  this section. 

The simplest way to describe the electromagnetic properties of a plasma is in t e rms  of its 
relative permeability and relative complex dielectric constant (Reference 20). The relative per- 
meability of a plasma can be taken to be equal to unity. Using a time variation, exp + j 2 T f t , the 
relative complex dielectric constant of a plasma in  the absence of a magnetic field* is given by 

E = I-- P2 P2 
1 + q2 - j q ___ ’ 1 + q2 

where p 
where 

fp / f  is the plasma frequency f p  normalized with respect to the radar frequency f ,  and 
= ~ / 2 ~ f  is the normalized collision frequency (Reference 21). 

The plasma frequency (Hz) can be determined from the electron density in the plasma through 
the equation 

The collision frequency u can be estimated usingt 

where the electron density Ne, the neutral particle density N a y  and the ion density N i  are expressed 
in particles per cubic centimeter, and the temperature T is in degrees Kelvin. The normalized fre-  
quencies p and q are calculated by dividing Equations 2 and 3 by f and 27rf , respectively, with f ex- 
pressed in hertz. 

Two quantities useful in estimating the effect of the plasma sheath on radar cross  section a r e  
the propagation constant of a uniform plane wave in a plasma and the basic plane-wave reflection 
coefficient at the air-plasma interface. 

*Under the conditions considered here, the presence of the earth’s magnetic field can be neglected. 
?More refined equations exist.  
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The propagation of a uniform plane wave through a plasma is characterized by the formula 

In the formula above, E represents one of the components of the wave, z is the distance travelled, 
A is the free-space wavelength, and n is the complex index of refraction 

n , B - j a =  fi 

If Equation 1 is substituted into Equation 5, a and p are found to  be given by 

where the abbreviation 

a = [+gl-s)2 t q z  s2 - + (1 -S)] 1/2 ; 

1 / 2  

p = [ & 1 - S ) 2  + q 2 s 2  + ? ( l - S ) ]  1 , 

S I -  P2 
1 + q 2  

is used. The attenuation (db per centimeter) of a uniform plane wave propagating in a plasma is 
then given by 

(9) A(db/cm) = 4 b  loglo e . af/(3 x 10") = 1.8 x af . 

The basic formula for the reflection coefficient of a plane wave propagating in one medium and 
normally incident on the boundary of a second medium is 

where T~ and q 2  are the intrinsic impedances of the first and second medium, respectively (Refer- 
ence 20, para. 7.09). If the first medium is free space (or air) while the second medium is a 
plasma, the formula reduces to 

P = ( I - f i ) / ( l  + G I .  (11) 

Substituting Equation 5 into Equation 11 and multiplying the resulting expression by i t s  complex 
conjugate, the power reflection coefficient R can be obtained 
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In decibels 

Equations 13 and 9 are fundamental to the considerations of radar cross  section of a plasma- 
coated body. Equation 13 gives the fraction of incident power that is reflected initially at the air- 
plasma interface (assuming a plane-wave model), while Equation 9 describes how rapidly the re- 
maiung fraction of the power is attenuated as it propagates through the plasma layer toward the 
surface of the object and then back toward the air after reflection from the object. 

ALTlTU D E-SP EED PLOTS 

In order to  apply the formulas listed in  the previous section, the properties of the plasma (in 
this case, the distribution of the plasma frequency and the collision frequency about the body) must 
be known. Since the scope of this report is limited to small  radar  look-angles, the region of pri-  
mary interest is the portion of the plasma layer covering the nose of the object. The detailed con- 
figuration of the plasma sheath about the Apollo Command Module at various altitudes and speeds 
is presently being calculated by the Cornel1 Aeronautical Laboratory under NASA Contract NAS5- 
9978. Pending the completion of this work, the properties of the plasma layer in the region of in- 
terest  will be taken to be those behind an equilibrium normal-shock flow. Although this assumption 
is not satisfactory under most reentry conditions (Reference 22), it at least provides a quantitative 
basis for proceeding with the calculations that follow. 

In Figure 7 the plasma frequency and collision frequency of equilibrium normal-shock flow as 
a function of altitude and speed a r e  plotted. The data for these plots were taken from a report by 
Huber (Reference 23). Using Figure 7 and Equations 13 and 9, the reflection coefficient and at- 
tenuation for the portion of the plasma sheath of interest around a reentering object can be estimated. 

Another quantity needed is the thickness of this portion of the plasma sheath. To provide a 
means for estimating this thickness for the Apollo Command Module, pending accurate calculations, 
the shock detachment distance in front of a reentering sphere will be used. This distance A has 
been given by Serbin as 

A = 2r/3(K - 1 )  , 

where r is the radius of the sphere and K is density ratio across  a normal shock (Reference 24). 

Using the values of K given in Reference 23, the shock detachment distance per unit radius 
( U r )  has been plotted in  Figure 8 as a function of altitude and speed. The sheath thickness in  front 
of the Apollo Command Module is estimated taking the indicated percentage of the value r = 470 
cm, which is the radius of curvature of the blunt face of the Module. 
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Figure 7-Plasma frequency and collision frequency versus speed and a1 titude 
for equilibrium normal -shock flow. 
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BOUNDS ON THE HIGH-ALTITUDE INTERFERENCE DIP 

In order to  provide a concrete example with which to work, the plot of the Apollo 202 reentry 
is shown in Figure 9. Initially, the Module descends at an almost constant (actually slightly in- 
creasing) speed at altitudes where the atmosphere is tenuous. Assuming a C-band radar frequency 
(5 GHz), it is. seen that the normalized plasma frequency p is equal to 1 at about 310,000 feet. Abovt 
this height, p is less than 1, and below it, greater than 1. Throughout most of this part  of the tra- 
jectory, the normalized collision frequency q is small  and can be neglected. For sufficiently small 
values of p, it follows from Equation 1 that E is nearly unity and the plasma is not strong enough to 
effect the radar wave. For large values of p, E L -pz , P = 0, and a = p. It follows from Equation 
1 2  that R L 1 and the plasma is a good reflector. Consequently, the nominal value p = 1 will be 
taken as a high-altitude bound for the occurrence of the deformation-type dip. 

As the Module descends, the over-dense region will spread out eventually to cover the entire 
nose and, beyond this point, cross-section decrease of the type predicted by the model cannot occur 
To locate this lower bound approximately, it is necessary only to  note that the presence of an 
over-dense plasma sheath extending past the corners  of the Module and over the antennas of the 
Module is the cause of communication blackout. The region where an interference-type reduction 
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Figure 9-AS-202 reentry. 
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can take place, therefore, l ies somewhere between the curve p = 1 and the curve for C-band 
communications blackout. Both of these curves a r e  plotted in Figure 10, the latter curve being 
taken from Reference 2. 

The bounds shown a r e  probably wider than necessary; however, they do serve to bring out an 
important, if obvious, point. This is that the deformation-type cross-section decrease wil l  not be 
a problem to a radar that initially tracks using a beacon, and then switches over to skin-tracking 
after the beacon return, becomes blacked out. The skin-return cross-section decrease will have 
taken place before blackout of the beacon signal. 
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Figure 10-Some bounds on two types of decrease of the cross section seen by C-band 
radar viewing a large blunt directly-approaching object. 
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As mentioned above, a plasma layer can act as an interference absorber or, imperfectly, as 
an absorbant material of the second kind. In the latter case there a r e  two requirements on the 
condition of the plasma. First, the basic reflection coefficient of the air-plasma interface must 
be low. Second, the plasma attenuation constant must be large enough to attenuate sufficiently 

13 



the wave transmitted into the plasma and reflected by the body surface. Using these conditions, 
bounds can be obtained on the region of the altitude-speed diagram where radar absorption of 
the second kind occurs. 

If Equation 11 is solved for  6, 

F = ( l - p ) / ( l t F J )  (14) 
I 

Since the magnitude of the complex voltage reflection coefficient p is assumed to be small, 

fi = ( l - p ) ( l - p t p 2 - -  * * 

5 1 - 2 p .  

Squaring this gives 

E 5 1 - 4 p  

From Equations 1 and 16 

. 1 P2 
(P I  = - 

4 J l t z '  

From Equation 5,  u equals the negative of the imaginary part  of the fi. This (from Equation 15)  is 
twice the imaginary part  of p ,  or 

a PZ 
2 1 t q 2  

--. a -  

Let it be stipulated that the reflection coefficient ( p (  must be reduced by more than some factor F 
in the region of radar  absorption decrease. Then Equation 18 gives 

4 P2 - >  ~. m F 
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Let it also be stipulated that the wave propagated through the plasma thickness A and back (a dis- 
tance 2A) must also be attenuated by at least the same fraction. Then, in view of Equation 4, 

(21) 1, e-a 4nA/X 
F 

or 

From the latter and Equation 19, 

&nF < I h r a A / A .  

Equations 20 and 23 may be combined to give, finally 

If F i s  arbitrarily set  equal to 3.6 (a 21-db reduction), Equation 2 becomes 

Inequality 25 defines the region of radar cross-section reduction caused by absorption of the second 
kind. 

The right-hand side of the inequality is always less  than unity, no matter what value q has. 
Thus the shock wave thickness A must exceed one wavelength (for the value of F assumed). If 
both A and A are given, the inequality se t s  a lower bound on the value of q and provides, for each 
value of q greater than this lower limit, a possible range of values for p.  

Using Figures 7 and 8, the region of the altitude-speed diagram that satisfies inequality 25 is 
plotted in Figure 10. Radar cross-section reduction caused by absorption is to be expected in this 
region. If the theoretical treatment just discussed held exactly, the magnitude of the decrease in 
this region would always to  greater than the inphase sum (15 db down) of two waves, each of which 
is 21 db down from the incident wave. Actually, the simple model used does not correspond closely 
enough to  the physical situation to make close quantitative agreement likely. 
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The exact calculation of radar cross  sections during reentry is a very difficult problem. Never- 
theless, it is possible in  some cases  to make simple estimates of the regions in  a reentry altitude- 
speed diagram where decreases in  radar cross  section are likely to  occur. This has been done in  
a tentative fashion for the decrease due to two of the four mechanisms likely to  cause a decrease; 
these results are given in  Figure 10 for a C-band radar viewing an  object the size of the Apollo 
Command Module head on. These results are based on grossly simplified models of both the con- 
ditions in  the plasma sheath and also of the electromagnetic aspects of the problem. Considerably 
better definition of these regions should be possible through the use of more accurate estimates of 
the conditions in the sheath and through the use of more sophisticated treatment of the electromag- 
netic aspects of the problem. Experimental verification and empirical modification of the regions 
through the use of field data is desirable. 

Neither the mechanism of interference absorption nor that of precursor photo-ionization, which 
might be important because of the high Apollo reentry speeds, has  been treated. These effects will  
be studied and reported at a later date. The determination of the effect of reentry on c ross  sections 
observed a t  other than small values of the look-angle requires a detailed knowledge of the electro- 
magnetic properties of the plasma sheath. 

Because of the incomplete and tentative nature of the analyses and the lack of field data on 
Apollo types of reentry, it is premature to say whether reentry cross-section decrease is a prac- 
tical tracking problem. 

Goddard Space Flight Center 
National Aeronautics and Space Administration 

Greenbelt, Maryland, May 1 5 ,  1968 
160-21-12-03-51 
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